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1. Using NCLOAD - Hardware needed
Honeywell

» Adapter and cable for the connection between PC and the NXL

HVAC (HVAC...) or NXL Compact (NXL...)
«  Adapter: NXLPANRS
. Cables: RS232C2M (2 meters) and RS232C-4M (4 meters)
» For NXS (NXS...) products only the cable is required
« (Cables: RS232C2M (2 meters), RS232C-4M (4 meters) and
RS232C15.0M (15 meters)
» PC with RS232 connection (most PCs have this as standard)
« If no RS232 PC is available recommended USB-RS232 adapters from

list below can be used
1.  Cables To Go (Ref# 26886)
2. ATEN/UC-232A
3. TITAN ELECTRONICS / USB-COM
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2. Using NCLOAD - Software needed

Honeywell

» Software downloading tool - NCLOAD
» The Product software (xxxxxx.ven file)
« System software
» Special application software

All software can be downloaded from
http://inverter.ecc.emea.honeywell.com
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3. Connection with NCLOAD
Honeywell

Install NCLOAD

Connect the PC to the unit with RS232 cable

« [fusing NXL HVAC or NXL Compact change the standard keypad to
the adapter keypad NXLPANRS and then connect

 In NXS remove the display and connect

Start NCLOAD (the program is found under NCENGINE after installation)

« |f using USB - RS232 adapter “Com Port” settings might need changing
in NCLOAD with standard RS232 connection no settings heeded

— & NCload
Com Port  Baudrate  Drive Options  Help

Application T System Program T Option Card Prog T Language

System Program:
|c:\.suftwale'\NXLDDDDEV254.vcn Browse

Comcd Baudrate: 57600
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4. System software update
Honeywell

1. Choose the “System Program”

=“NCLoad
Com Port  eegpate  Drive  Options  Help
Application System Program T DOption Card Frog T Language

Syetemn Pragranm:

| hsnftware el HYACANELO0005Y 253 ven

Prd

2. Select the correct software file

. Shiow 5

“xxxxx.ven” (NCLOAD will QDW = 4
show all compatible software /
files for the connected Inverter

in your selected folder).

NOTE! in NXL HVAC also an
application software file
“alfig105v2xx.ven” needs to be also
downloaded to make the update.

tark | ‘ E xit

Cor:4 Baudrate: 57600

3. Press “Start” and wait for the download to
complete
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5. Application software download
Honeywell

1. Choose the “Application”

Com Port Baudrate Drive ©Options  Help

Application T Spstem Program T Option Card Prog T Language

Application File;
| hzoftwaret ML HYACalfio] 05205 ven Browse
2. Select the correct software fiI[ Thow bore Stat | ‘ Exi
“xxxxxx.ven” (NCLOAD will 7
show all compatible software R Rt R0

files for the connected Inverter
in your selected folder)

3. Press “Start” and wait for the download to complete
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6. Language pack change in NXS

Honeywell

1. Select “Language”

-
L] l‘\-l_-»"

Com Port  Baudrate  Drive  Opmo

Application

2. Select the latest system

T Syztem Program T Option Card Prog [

Language

System Program:

software file \|c;xsurtwarew><|_ HYACANXL 00005253 ven

Show More

Start

Com:d Baudrate: 57600

File nfo of LOOS (E azt Europe|:

“NXS00001Vxxx.VCN”
Files:
Load Language
[ [LO07 [Mordic] -
[ [LO0Z Mwest Europe |
[ |LOD3 [west Evrope—
[ |LOD4 [Central Europ
[ |LO05 [Americaz)
LOOE [Chinese

Language] Englizh
Language2 Hungary
Language3 Deutsch
Languaged Romania
Languageh Slovak

3. Select the correct
language pack from the list

4. Press “Start” and wait for the
download to complete

NOTE! If using Chinese or Russian language pack the
NXS needs a special display NXPANG to show the
letters correctly
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